VILLAGE OF LIBERTYVILLE
GENERAL NOTES
Date: 2-15-2023

1. ALL WORK AND MATERIALS SHALL BE IN CONFORMANCE WITH THE VILLAGE OF LIBERTYVILLE’S REGULATIONS AND “ENGINEERING DESIGN & CONSTRUCTION STANDARDS”.  IN CASE OF A DISCREPANCY BETWEEN THE PLANS AND THE VILLAGE DESIGN STANDARDS/CODE, THE MORE STRINGENT REQUIREMENT WILL GOVERN, AS DETERMINED BY THE VILLAGE ENGINEER. 

2. THE OWNER OR THEIR REPRESENTATIVE IS SOLELY RESPONSIBLE TO OBTAIN ANY AND ALL PERMITS REQUIRED BY APPLICABLE GOVERNMENTAL AGENCIES.

3. THE CONTRACTOR/DEVELOPER ASSUMES ALL RESPONSIBILITY AND LIABILITY FOR ANY ACTION RESULTING FROM THEIR WORK WITHIN THE PUBLIC RIGHT-OF-WAY.

4. THE CONTRACTOR/DEVELOPER SHALL INDEMNIFY AND HOLD HARMLESS THE VILLAGE OF LIBERTYVILLE.

5. ALL CONSTRUCTION MEANS AND METHODS, TECHNIQUES, PROCEDURES, SCHEDULING, SEQUENCING, AND JOB SITE SAFETY IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR/DEVELOPER.

6. A SET OF PLANS AND SPECIFICATIONS WITH THE LATEST REVISION DATE APPROVED BY THE VILLAGE SHALL BE KEPT ON THE JOB SITE AT ALL TIMES DURING THE CONSTRUCTION PERIOD. THE CONTRACTOR SHALL OBTAIN FURTHER VILLAGE AUTHORIZATION PRIOR TO BEGINNING ANY WORK THAT IS NOT INDICATED ON THE APPROVED DOCUMENTS.

7. NO EXCAVATIONS SHALL COMMENCE UNTIL ALL EXISTING PUBLIC AND PRIVATE UTILITIES ARE FIELD LOCATED.  CALL JULIE (811 OR 800-892-0123) AT LEAST FORTY-EIGHT (48) HOURS IN ADVANCE.

8. THE SOIL EROSION AND SEDIMENT CONTROL (SESC) MEASURES INDICATED ON THESE PLANS ARE THE MINIMUM REQUIREMENTS, AND THE CONTRACTOR SHALL PROMPTLY ADDRESS ANY SESC ISSUE WITH APPROPRIATE MEASURES. ADDITIONAL SESC MEASURES MAY BE REQUIRED, AS DETERMINED BY THE CONTRACTOR, ENGINEER, SESC INSPECTOR, VILLAGE STAFF, OR WDO ENFORCEMENT OFFICER.

9. PRIOR TO COMMENCEMENT OF SITE DISTURBANCE ACTIVITIES, SEDIMENT/EROSION CONTROL MEASURES MUST INSTALLED IN ACCORDANCE WITH THE APPROVED PLANS AND MADE AVAILABLE FOR INSPECTION/APPROVAL BY THE VILLAGE.  CONTACT THE ENGINEERING DIVISION (847-918-2100) AT LEAST TWENTY-FOUR (24) HOURS IN ADVANCE TO SCHEDULE INSPECTION.

10. THE CONTRACTOR SHALL MAKE ALL SITE MODIFICATIONS AND ALL REQUIRED TESTING AVAILABLE FOR VILLAGE STAFF INSPECTION AND OBSERVATION, IN ACCORDANCE WITH THE APPLICABLE PERMITS, REGULATIONS AND STANDARDS. THE CONTRACTOR SHALL VERIFY ALL APPLICABLE INSPECTION REQUIREMENTS WITH THE VILLAGE BEFORE BEGINNING THE SUBJECT INSTALLATION.

11. SUITABLE TRAFFIC CONTROL MEASURES SHALL BE PROVIDED FOR CONSTRUCTION ACTIVITIES IN ACCORDANCE WITH THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD), LATEST EDITION.  TRAFFIC CONTROL MUST BE PROVIDED FOR ANY ACTIVITY THAT IMPACTS TRAFFIC FLOW. THIS INCLUDES, BUT IS NOT LIMITED TO, ROAD CLOSURES REQUIRING DETOURS, DAILY LANE CLOSURES, LONG TERM LANE CLOSURES, NARROW LANES, AND CONSTRUCTION VEHICLES ENTERING AND EXITING THE PUBLIC ROADWAY.
NOTE: ROAD CLOSURES AND DETOURS WILL ONLY BE PERMITTED WITH PRIOR REVIEW AND WRITTEN APPROVAL BY THE VILLAGE.

12. ACCESS FOR MAIL DELIVERY, GARBAGE COLLECTION, SCHOOL BUSES, AND EMERGENCY VEHICLES MUST BE MAINTAINED ALONG PUBLIC STREETS AT ALL TIMES.

13. PEDESTRIANS MUST BE PROVIDED WITH A SAFE ALTERNATE ROUTE IF PEDESTRIAN FACILITIES ARE TO BE CLOSED AS A RESULT OF CONSTRUCTION ACTIVITIES. GUIDANCE MUST BE PROVIDED TO PEDESTRIANS SO THAT THEY MAY AVOID THE WORK ZONE.

14. PRIOR TO COMMENCEMENT OF ANY OFF-SITE CONSTRUCTION, THE CONTRACTOR SHALL SECURE WRITTEN AUTHORIZATION THAT ALL OFF-SITE EASEMENTS HAVE BEEN SECURED AND THAT PERMISSION HAS BEEN GRANTED TO ENTER ONTO PRIVATE PROPERTY.

15. ANY USE OF VILLAGE WATER MUST BE REQUESTED THROUGH PUBLIC WORKS, 600 NORTH AVENUE, 847-362-3434, AND METERED AT THE PUBLIC WORKS BUILDING OR, IF AUTHORIZED BY PUBLIC WORKS, WITH A HYDRANT METER.

16. EXCEPT FOR EMERGENCY REPAIRS, NO WORK REQUIRING REMOVAL OF STREET PAVEMENT SHALL BE SCHEDULED WHEN HOT MIX ASPHALT WILL BE UNAVAILABLE FOR PERMANENT PAVEMENT RESTORATION.

17. FULL DEPTH SAWCUT IS REQUIRED FOR PRIOR TO ANY REMOVAL OF EXISTING PUBLIC PAVEMENT OR CURB & GUTTER.

18. UTILITY EXCAVATION AND INSTALLATION AFFECTING THE PUBLIC SYSTEM OR WITHIN THE PUBLIC RIGHT-OF-WAY SHALL OCCUR ONLY ON WEEKDAYS (MONDAY TO FRIDAY, EXCLUDING HOLIDAYS) BETWEEN 7:00 AM AND 3:30 PM. WRITTEN CONSENT FROM THE PUBLIC WORKS DEPARTMENT WOULD BE REQUIRED PRIOR TO ANY SUCH WORK OCCURRING ON SATURDAY, SUNDAY, OR OUTSIDE THE SPECIFIED HOURS. IN THE CASE OF EMERGENCY REPAIR WORK, THE REQUIREMENT FOR WRITTEN CONSENT DOES NOT APPLY; HOWEVER, THE CONTRACTOR SHALL NOTIFY PUBLIC WORKS IMMEDIATELY AND COOPERATE WITH ALL REQUIREMENTS AS DIRECTED.

19. PRIOR TO ALL TRENCHLESS INSTALLATIONS (INCLUDING ANY DRY UTILITY/CONDUIT INSTALLATION BY THE CONTRACTOR, EVEN IF IT IS NOT SHOWN ON THE PLANS), POTHOLING OF ALL EXISTING VILLAGE UTILITIES AND/OR SERVICE LATERALS IS REQUIRED TO DETERMINE ACTUAL LOCATION(S) AND DEPTH(S); SUCH POTHOLING SHALL BE MADE AVAILABLE FOR ENGINEERING DIVISION INSPECTION. FOR TRENCHLESS INSTALLATIONS INSTALLED AT THE APPROXIMATE DEPTH OF EXISTING VILLAGE UTILITIES AND/OR SERVICE LATERALS, APPLICANT SHALL ARRANGE FOR POST-CONSTRUCTION CLOSED CIRCUIT TELEVISING OF THESE EXISTING SANITARY AND STORM SEWER FACILITIES (MAINS AND LATERALS/PRIVATE SERVICES, AS APPLICABLE). THE VIDEO FOOTAGE SHALL BE PROVIDED TO ENGINEERING DIVISION FOR REVIEW. IF A RECORDING CANNOT BE MADE AVAILABLE, THE APPLICANT SHALL PROVIDE AT LEAST 24 HOURS NOTICE SO AN ENGINEERING DIVISION INSPECTOR CAN BE PRESENT FOR THE TELEVISING. ANY OBSERVED DAMAGE ATTRIBUTABLE TO THE SUBJECT INSTALLATION SHALL BE PROMPTLY REPAIRED BY THE APPLICANT ACCORDING TO THE APPLICABLE STANDARDS.

20. ALL NECESSARY PRECAUTIONS SHALL BE TAKEN AGAINST DAMAGE TO EXISTING UTILITIES.  IN THE EVENT OF A BREAK IN AN EXISTING WATER MAIN, GAS MAIN, SEWER, OR UNDERGROUND CABLE, THE CONTRACTOR SHALL IMMEDIATELY NOTIFY A RESPONSIBLE OFFICIAL FROM THE ORGANIZATION OPERATING THE UTILITY INTERRUPTED.  THE CONTRACTOR OR DEVELOPER SHALL LEND ALL POSSIBLE ASSISTANCE IN RESTORING SERVICE AND SHALL ASSUME ALL COSTS, CHARGES, OR CLAIMS CONNECTED WITH THE INTERRUPTION AND REPAIR OF SUCH SERVICES.  SHOULD REPAIR WORK NEED TO BE PERFORMED BY THE VILLAGE FOR ANY REASON, THE COST OF SUCH REPAIR WORK WILL BE BILLABLE TO THE CONTRACTOR OR DEVELOPER ON A TIME AND MATERIAL BASIS PLUS, FRINGE, OVERHEAD, AND ADMINISTRATIVE COSTS.

21. BURIED SPLICES ARE STRICTLY PROHIBITED. THEREFORE, ANY DAMAGE TO UNDERGROUND ELECTRICAL CONDUIT SHALL RESULT IN A FULL REPLACEMENT OF ELECTRICAL CABLE BY A VILLAGE-APPROVED CONTRACTOR. THE COST OF SUCH REPAIR WORK WILL BE BILLED TO THE CONTRACTOR OR DEVELOPER ON A TIME AND MATERIAL BASIS PLUS, FRINGE, OVERHEAD, AND ADMINISTRATIVE COSTS.

22. HYDRAULIC CEMENT SHALL BE USED IN PLACE OF TRADITIONAL MORTAR FOR SEALING ALL UTILITY STRUCTURES, PIPE CONNECTIONS, OR SIMILAR APPLICATIONS. 

23. ANY AREAS AFFECTED BY CONSTRUCTION ACTIVITIES SHALL BE RESTORED TO THEIR PRE-CONSTRUCTION CONDITION OR BETTER.  THIS SHALL INCLUDE, BUT NOT BE LIMITED TO, ALL UTILITIES, PAVEMENTS, CURBS, DRIVEWAYS, TREES, AND PARKWAYS.  NEWLY CONSTRUCTED WORK SHALL ALSO BE PROTECTED FROM DAMAGE UNTIL THE PROJECT HAS BEEN COMPLETED.

24. CONTRACTOR SHALL RESTORE ALL DISTURBED PUBLIC PARKWAY AREAS WITH A MINIMUM 4" TOPSOIL, WITH EITHER SEEDING AND BLANKETING OR SOD. INSPECTION IS REQUIRED TO VERIFY THAT THE PARKWAY HAS BEEN PROPERLY GRADED AND RESTORED. ESTABLISHED GRASS GROWTH IS REQUIRED PRIOR TO FINAL APPROVAL.

25. AS-BUILT RECORD DRAWINGS SHALL BE SUBMITTED FOR REVIEW AND APPROVAL BY THE VILLAGE OF LIBERTYVILLE, IN ACCORDANCE WITH THE APPROVED PERMIT(S) AND THE APPLICABLE VILLAGE STANDARDS.  PLEASE REFER TO THE “ENGINEERING DESIGN & CONSTRUCTION STANDARDS” FOR AS-BUILT SUBMITTAL REQUIREMENTS.


